
A) HOW TO OPEN THE SAFE

Step 1: On the larger models with a secondary key lock (TL-65, TL-75 and TL-85), turn the key 
completely to the right (clockwise) to unlock.   

Note: The secondary key lock can be left in the unlocked position indefinitely if you prefer to only use 
the electronic lock.  

Step 2: 

Step 3: 

Step 4: 

Step 5: 

Press the "*" button to turn on the display.  The LCD displays “CODE”. 

Input the factory password "4560". 

Press the "#" button. 

The LCD monitor displays "OPEN".  
On Models TL-32 and TL-36 – Turn the knob to the right (clockwise) to open the safe. 
On Models TL-65, TL-75 and TL-85 – Turn the handle down to open the safe. 

B) HOW TO LOCK THE SAFE

Step 1: On Models TL-32 and TL-36 – Turn the knob to the left (anti-clockwise) to lock the safe. 
Test that it won’t turn back the other way. 

On Models TL-65, TL-75 and TL-85 – The door should automatically lock, with the handle 
springing back to the horizontal position as soon as the door is closed.  Test that the handle 
won’t push down again. 

C) HOW TO CHANGE THE PASSCODE

Step l: Open the door and extend the locking bolts while the door is open. To do this, while the 
door is still open, turn the knob to the right (TL-32 & TL-36) or press the pin on the inside 
left edge of the door (TL-65, TL-75 & TL-85). You should now be unable to close the door. 

Step 2: Press the “M” button through the hole in the back of the door. The LCD displays “1-CODE” 

Step 3: Enter your new passcode (can be anywhere between 4 – 16 digits long) and then press 
the “#” button. The LCD displays “2-CODE” 

Step 4: Enter your new passcode a second time and then press the “#” button. The LCD displays 
"GOOD" if the process has been completed successfully, or “ERROR” if a mistake has been 
made.  If “ERROR” appears, simply start again from Step 2. 

Step 5: IMPORTANT!!! – After “GOOD” has been displayed, test that the new passcode opens 
the lock at least three times before actually closing and locking the door. 

Example: To set a new passcode of 5555 you press the "M" button inside the back of the door, enter 
"5","5","5","5",”#” and then enter "5","5","5","5",”#” again. 

D) WRONG PASSCODE ENTRY

If the wrong passcode is entered 3 times, the LCD monitor will display “HOLD-3” and enter a lock out 
period. You will have to wait 3 minutes before the safe will allow you to try to open it again. 

E) LOW BATTERY WARNING

If battery power is getting low, when you press “*” to start the opening process, the LCD will display “L-
BAT”.  If there is enough power left in the batteries, you will still be able to then enter your code to open 
the lock, but new batteries should be installed as soon as possible.   

INSTRUCTIONS 


